






SYSTEM PACKAGES
>> Ambient ozone monitor/controllers

>> Dissolved ozone monitor/controllers

>> ORP monitor/controllers

>> Mixing degas towers

>> Reaction degas tanks

>> Degas valves

>> Thermal-catalytic gaseous  
ozone destructs

>> Patented Dry-Tap ORP sensor ports

>> Injectors & injector assemblies

>> Ozone �ow splitters/controllers

PERFORMANCE DETAILS
DEL Ozone’s exclusive system design incorporates many 

standard features such as multiple safety interlocks, 

back�ow prevention device, automated control (including 

proportionally controlled ozone output), complete isolation 

during shut-down, oxygen monitor with low level protection 

and integrated Monitor/Controller(s). These features provide 

the end-user with a system that protects and corrects itself 

in any situation. Utility features include Human Machine 

Interface (HMI) operator friendly touch screen control panel, 

remote monitoring, remote control of system functionality 

and data logging, including diagnostics for system health.
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SPECIFICATIONS
Model Number P-100 / P-200

Cabinet Size 36” x 24” x 13”

Weight 200 lbs / 210 lbs

Power 230 VAC, 50/60 Hz, 1Ø

Interface 6” Color Touch Screen

Ozone Technology Plasma Block®

Data Logging Removable USB Memory

System Control HMI Touch Screen

Enclosure
Black Powder Coat; 
Stainless Steel Optional

Ambient Operating Temp. 40 - 105º F

EPA Estab. No. 071472-CA-001
P/N: 4-2371-01 Rev.A

Ozone SystemO2 Concentrator

Dual ORP Monitor


